1° | launch Kstars
2° « toolbar / Ekos
3°| Click here

e Ekos —KStars

0

1. Select Profile
Profile: star adventurer

summary

4° Start INDI

5° Capture

2. Star. & Stop INDI 3. Connect & Disconnect Devices

+ @ #  StartINDI Logs

e Ekos — KStars
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2. Start & Stop INDI 3. Connect & Disconnect Devices
Logs ) Disconnect

summary
Capture
Status:ldle

Focus

Status:Idle

Guide
Status:Idle
SeqL‘nce Overall

0 0.0%
:39 Guider port from iNova PLX is ready. - Options...

33:39 iNova PLX is online.
18-04-01T18:33:37 INDI services started on port - Clear
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CCD & Filter Wheel Sequence Queue
ccD:  iNova PLX 4 A Fa gy e

Cooler: Status Filter Type
Capture Settings

Exposure: 1,0000 < Filter;

Count; 1 Spelay: 0

Format: |FITS v

Type: Light Custom Properties

Frame: dl 0 £l ¢ 2/l OReset

Size:

Binning: H:

® INDI Control Panel — KStars File Settings

Filter

iNova PLX Prefix;
Duration

Script: Ts

Main Control  Generalinfo  Options Image Settings  Image Info  Guider Control =~ WCS

4
Connection Connect Disconnect Directory:

Preview
FITS Viewer

Expose Duration (s) Upload:  Client

Expose Abort | Abort

i-Nova PLC-M / NBC-
MT9MOO1

iNova Info 20140600169
[ Gin ]

Limit Setti -
sttt Auto Dark Effects: -

Guiding Deviation <
5 Progress

Autofocus if HFR > < pixels
A 2 Expose:

Refocus every 60 ~ minutes Progress:[ | of [ |completed
Meridian Flipif HA> 0,00 ~ hours

52 Capturing im: Options...

Control

Clear

When | saw the message
IheS o dne Svmcanginase « Exposure done, downloading image »
0211162254 (NPl exposur dov,dowrloading mage.. for time :

JTTTOUZU7 [INFOTUPI0ad SeLtng cocientonty

7:INFO Loading device configuraton.. * | click on stop,
e | deconnect the camera
* | stop the INDI server

| copy the log file



Log file configuration

e RConfigurer — KSkars

= Logging

Enable Logs to diagnose issues with Ekos and INDI. Only enable
the necessary logs to help in diagnosing specific problems. Logs
consume resources and may slow the system down. Turn off logs
when no longer used.

Logs
Verbosity: * Verbose Regular Disable
Output: Default * File
v INDI v Capture Focus Scheduler
Ekos
Alignment Guide Mount v FITS

Mount v CCD Focuser Filter Wheel

Drivers i
Dome Detector Weather Auxiliary

v INDI messages in status bar Open Logs Directory

Help Restore [k Faults Cancel oK




